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BRIEF DESCRIPTION OF 'fHE [INSTRUMENT

The instrument iz made up of two parts: (1) the laser scattering counter
(LSC), and (2), the photographic system, both of which can function as inde-
pendent units or can be fitted together to monitor simultaneously the same
sample of particles, In the latter case, the particles pass through the common
overlapping portion of the sensing (focal) volumes of the two units. (Figs. 1
through 5). Their test section is a 15.24-cm-diameter aperture into which a
glass cell ( or a wind-tunnel section) can be installed.

The instrument is sturdily built yet light enough for field use and ease
of portability, Both parts are mounted between two parallel aluminum sheets
(3. 1-mm-thick) held 12.5 cm apart by aluminum rods to form sturdy units for
field use. The two units can be fitted together for simultanecus use on a
sample of particles. The specifications for the various components of the two
parts were obtained by theoretical analysis of the techniques involved. Simple
analyses of the LSC used as a sizer-counter or as a velocimeter are
described in later sections., The analysis of the photographic technique is
described in detail in an earlier paper 11,

The Photographic System

The details of this system arec described in Reference 1. However, a
brief description of the photographic system is given below. This technique
provides an (ahsolute) method for measuring acrosol size~distributions that
is independent of the light-scattering propertices of the particles.

The hasis of the method is the Stokes’ law [ 21, which relates the
terminal veloeity (v ) of a sphere settling freely in a quiet medium to its
radius r and is given by the expression

-2 2
v, = o (pp py) BT (1)

where pp and P represent the specific gravity of the sphere and the medium,
respectively, g is the acceleration due o gravity and M is the viscosity of

the medium. vy is also referred to as the Stokes' velocity. The values of
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STANDARD PARTICLE SIZER-VELOCIMETER (SPSV)

INTRODUCTION

The primary aim of the research, design, and construction of a stand-
ard particle sizer-velocimeter (SPSV) was to provide a standard source of
acrosols of known size-distribution moving with a known velocity lor the pur-
pose of calibrating the continuous wave {CW) CO4-Laser Doppler Velocimeters
built at Marshall Space Flight Center. However, the instrument can also be
adapted for (1) use in determining the size-distribution and velocity of parti-
culates in water or other fluids; (2) the photographic study of vortex formations,
etc, ; and (3) the study of acoustic coagulation of aerosols, etc.

The following main objectives were to be incorporated in the construction
of this instrument:

{1} It should be capable of monitoring the size of particles having
diameters larger than 1,0 ym, provided the particles can be assumed to be
spherical,

(2} 1t should be capable of measuring the flow velocities from 0.05
em/sec to 100 cm/sec.

(3) It should be possible to photograph particles with diameters
above 0. 2 um, provided they are very slow moving, typically 0.1 cm/sec.

(4) It should be a portable instrument, capable of being used in the
field under real atmospheric conditions.

(5) The test section of the instrument through which particles move
should be of sufficient size (up to 15.24-cm-diameter) that it can accommodate
at its center the focal volume of the CW CO,-Laser Doppler Velocimeler at a
distance of 100 feet.

An instrument was designed and built with the above objectives in mind
and successfully tested for its performance. The results were quite gratify-
ing considering that this was a first gencration study and that the instrument
was built with economy-priced equipment that was easily accessible. The

theory and the description of the instrument are contained in the following
Sections.
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Ve versus r, for the aluminum (Al,O;) particles (pp = 3,965) settling in air
= =3 = -4 i = (. i

(pm 1.22% 1078, 1 1.898 x 10™* poise), and water (nm 0. 01 poise,

pm = 1.0}, and for fog particles settling in air are represented graphically in

Figure 6.

Aerosol particles are allowed to fall freely in a vertical glass walled
cell ( Fig. 7) in which the convection currents have been reduced to a mini-
mum., The settling velocity of the particles is determined by photographing
them while the light entering the lens is chopped at a known rate. The particles
are illuminated by a 1-mm vertical sheet or slab of light projected into the cell.
A camera aimqd perpendicular to the slab of light photographs the particle
tracks (typical exposure times are 0.5 or 1.0 sec). The image of the falling
particle is thus a series of dashes. The velocity of fall can then be measured
from the spacing of the dashes.

The velocity thus measured is the sum of the Stokes’ velocity and the
convection velocity. It is the experimental suppression of the convection -
currents and the theoretical elimination of their efforts that is the major cause
of the complexity of the experiment and of the limiting of method to large
particles. The procedures for damping the convection currents are described
in Reference 1.

DOP particles (0.3 pm) move essentially with the convection air cur-
rents and so can be used to measure the vertical component of convection
velocities, which can then bhe subtracted from the vertical component of the
total velocity of large particles to obtain their true Stokes’ velocity.

When functioning as an independent unit, the instrumental set-up
essentially consists of a vertical glass-walled cell and a photographic system
(Fig. 8).

The cell is a vertical glass-walled chamber which has airtight joints
and can be closed off airtight at the top and bottom. Its crosssection is
octagonal. Each side is 5 cm wide by 45 ¢m high. Its walls are covered on
the inside with flock paper, except for the appropriate 5-cm-diameter open-
ings for the passage of projected light and for the camera lens. This helps
to minimize the extrancous light entering the lens, and provides a dark
backdrop to the illuminated particles. The bottom is closed off by inserting
a 2. 5-cm-thick aluminum plate which is cooled to and maintained at the steady
temperature of dry ice (-12°C) over its entire surface by circulating a CO,
and Acetone mixture from a dry ice and Acetone pump (Fig. 9).



The photographic system consists of a source of light, a camera with
a bellows, and a uniformly rotating chopper. The source of light is a 500-W
slide projector (Bell and Howell), with a rectangular aperture (1 mm x 3, 81
cm) inserted in the position of a slide. The beam of light is projected through
a short-focused convex lens (f/z) to form a sharp focus of the aperture at the
center of the ccll. Near the focus a vertical sheet or slab of light 1 mm thick
illuminates the falling particles. The depth of focus is about 5 mm. The
camera unit is a £/1.7 Minolta lens mounted in front of a bellows, and the entire
unit is fixed to the external framework, The bellows is adjusted to obtain a
sharp image of an illuminated object at the position of the projector beam
focus, about 8.75 cm in front of the lens, so that magnification of nearly unity
can be obtained. Typically, the magnification is about 0, 8 The camera body
can be attached to or removed from the bellows unit for film loading or unload-
ing.

A uniformly rotating chopper is used just in front of the lens, in order
to accurately select and measure the particle track lengths in the photographs,
With the help of a belt-and-pully arrangement the chopper {2 or 4 blades) is
rotated by a small synchronous electric motor (300 rpm) fixed to the external
framework. By choosing an appropriate combination of pulleys and chopper
blades, different chopping rates can be obtained. Typical values are 10 or 100
chops/sec.

Tri-X (ASA 400) film was found to be the most suitable film as far as
its speed, resolving power and case of developing are concerned, It is
sensitive { fast) enough to record tracks of particles with diameters as low
as 0,3 um, often moving with velocities as high as 3 mm/sec, when the
bellows is set for a magnification of about 0. 8,

Several experiments were performed with Al,O, particles (of diameters
0.3 pm, 1.0 gm, 3,0 ym, and & 0 um), Results of a typical experiment with
a sample of 3. 0-pm-diameter Al,04 particles (value supplied by the manufac-
turer), are shown in Figure 10. For details see Reference 1.

The Laser Scattering Counter

The laser scattering counter { LSC) consists essentially of a l-mW
power He-Ne laser, input optics, colleeting optics, photo-detector and signal-
processing electronics. It is a forward scattering type of an instrument in
which the forward scattered light is collected by a high quality camera lens
while the direct beam is stopped.



By changing the configuration of the input optics and signal processing
electronics, the instrument can be used in two modes of operation, namely as
(1) a forward-scattering particle-sizing counter; and, (2) a dual-beam veloci-
meter,

The only difference in the two modes lies in the pre-focus optics and
the signal processing electronics. In the former case, the laser beam (1-mm
diameter) is focused by a cylindrical lens (f = 9.4 cm = to an astigmatic focal
volume (0.06mm x 1 mm in cross section). In the latter case, a beam-split-
ter unit ( Fig. 11) consisting of a partially silvered glass plate and a plane
mirror, is inserted in the path of the beam, making sure that in doing so the
position of the focal point remains the same, so that no other part of the whole
optical system needs realignment. Also, in the former case, the photo-detector
(RCA 931A photomultiplier) is used as a signal strength detector. The pulses
of scattered light produced by the passage of particles are converted by the PM
tube to electrical signals which are then either recorded on a chart recorder
(as in our case) or analyzed and counted by electronic circuits; signal {ampli-
tade) height yields the particle size. In the latter, the circuitry and process-
ing electronics are changed to use the PM as a frequency mixer; the modulation
frequency or the "beat" frequency yields the particle velocity. A frequency
spectrum analyzer is used for this purpose.

The collecting optics consist of a good quality camera lens ( Honeywell
Pentax, f= 50mm, f/1.4), a direct-bcam stop, a glass micro-slide and an
exit pupil { Fig. 1 through 3). The dircet beam is stopped by a blackened
spot ( 0.63 cm diameter) on a thin acetate disc attached in front of the lens.
so that only the light scattered in the forward cone is collected by the lens.
The efficient trapping of the unuscd illumination is important, as the ultimate
sensitivity of the instrument is determined by the power S/N, and this is
determined largely by the trap efficiency. The collected scattered light is
focused in the center of a very small aperture (0.5 mm x 0.5 mm) AI, placed

a little distance in front of the PM. By selecting the correct combination of
the f~no. of the camera lens and the size of the exit aperture, the desired
effective measuring volume of the test particles can be selected (typical value
of the depth of focus of lens is about 2mm in this case). A thin micro-slide
placed in between the lens and the exit pupil ( Figs. 2,3,4) can be rotated on
its vertical axis to make the fine translational adjustment of the focused
image in the plane of the exit pupil.

A theoretical analysis for the two modes of operation is given in the"
following sectfons.



THE PARTICLE SIZING COUNTER

A Simple Theoretical Evaluation of the S/N for a Single Scatterer
For the Two Modes of Operation

If the laser (wavelength A) beam diameter is DB’ and thé focal length

of the cylindrical lens is , then, at the waist of the focal volume the width is

fCL
5 = (A /5 /Dp) (2)
which yields an area of cross-section of

A =08 xD_ . {3)

Let the laser power be P_, then irradiance at the focal waist is

L,
I, = P./AL (4)

Let a particle of diameter d (¢m) traverse the focal width 6 (cm) with a velocity
v (cm/sec). Then, the particle remains inside the beam for a time-

t = (6/v) ,sec (5)

and the total number of photons scattered by the particle in all directions is

Nyg = 05 X1 (watts/em?) x (A (cm) / 2x 107" joules) x t

Ziz Q(x) x (PL/AL) x (A/2x 1071 x &8/v {6)

6



where Q(x), the efficiency factor, = ch/rrrz, is the total scattering cross-

o2
T
gection; and the number of photons scattered per unit solid angle is

sC . (g

dﬂ) x Iy % (A/2x 1071 x (8/v) . (N

We can approximately calculate (g—g)‘for the forward scattered light

from the fact that about 84 percent of the total scattered light is contained in
the forward scattering lobe (Fig., 12). Thus,

do ‘
aa = 0.# (O'T/Q

I (8)

where QF is the solid angle for the forward lobe. The forward lobe of scattered

light is contained within an angle 20 _, where the forward scattering angle 0

F’ F
is given by the relation
bp = [35/d {(um)] degrees |, (9)
for which the solid angle is
GF degrees
= ——————————————— ol 2
Qp = 7 =3 T (0.4/:1”) . (10)
Thus,
do' 7 -8
- = 0.8 x (md®x 107° Q(x)/4.0) x (d %/0.4)
dQ F M
= 1.6 x 10~'8 Q(x) d”“ (em¥/sr) . (11)



Hence, the number of photons scattered per unit solid angle in the forward
direction is

(dNSC) N P , Alem) [ (iq_)
= =
de r AL 2x 10 v ds) F
PL A
~ §x 10 Q(x) dp“ , {photons/sr). (12)-
B

COLLECTION OF SCATTERED PHOTONS {SIGNAL)

From Figure 13, the collecting solid angle,

Q = -
c 911 §2,
= n(8% - 8?)
1 2
- T (D 2 _ D2) . (13)
4a? © 2
C
For
D, = 0.6cm, D= som, 2, = (6.5/dcz) , ST . (14)

The number of scattered photons collected by the lens

N ( SC) Q
B c
ph dQ F

6.5 . (15)




For

d = 10cm , A = 0.63 x 1074 ecm , P, = 1073 W
DB = 0,1 cm, fCL = 3.75in, = 79.50m .

Af
6 = cL = 60u, A. = 6 x 10"4cm? .

D L

B
Q(x) a1

Nph = 5.04 x 108 —VL » (photons) .

For example, for
d” = 3,00 , Xx ~ 150 , @x) ~ 2, (x=rd/A)

v = 10° e¢m/s , we obtain

Nph = 5 X, 10% photons

Table 1 gives the values of Nph for various values of d and v.

Let the quantum-mechanical efficiency of the PM = g QM* Then the

number of photo-electrons produced,

(16)

(17)



Then, the

S/N uﬁ: . (18)
If

oM = 1% , N, = 5% 10°x 102 = 5x 10" ; (19)
then

S/N = 5 x 102 = 225 (20)

Table 1 gives the $/N values for various size particles and different
velocities,

Thus it is possible to detect a 3. 0pm particles moving through the focal
volume at a velocity of 103 cm/sec, with a relatively inexpensive PM tube such
as the RCA 931 A used in the instrument.

Analysis of the Inversion Problem: Inverting the Signal Data
to Particle Size-Distributions, n(r)

INTENSITY DISTRIBUTION

Before such an inversion can be performed, the spatial variation of the
laser beam intensity (I) at the focal volume must be understood. The focal
volumes of spherical lens and, a cylindrical lens are considered. For the
sake of simplification, only the one-dimensional case of the variation along
the beam direction is studied,

If the laser beam incident on the lens has a Gaussian intensity profile,
then at the focal volume of both types of lenses, the intensity profile is Gaussian
along the y-axis. However, in the x-direction the intensity curve is considered

10



to be Gaussian for a spherical lens, and a dispersion curve for a cylindricdl
lens,

We define the following set of three-parameter functions of radius r,
distance x from the lens, and time t.

Size-Spatial Distribution. The size-spatial distribution, 7 (r,x,t) is the num=>
ber of particles per cubic centimeter per unit radius at radius r and per unit
distance at x at time t. The units are [ em™],

Cumulative Under-Size-Spatial Distribution, The cumulative under-size-

spatial distribution, N (r,x,t), is the number of particles per cubic centi-
meter having their radii less than r, their distance within x and their duration
less than t,

t x r
N(rxt) = [ [ [ 3 xt")a'dx’at’, [em™] . (21)
0 [ 0

Thus, the number of particles per cubic centimeter having radii in the
range of {r’,r’ + dr’), distance within (x’,x’ + x'), and time within
(L t" + dt’) is

dN (r',x',t") = n (r',x',t') dr’ dx’ dt’, [em™3] . (22)

Then the rate of flow of particles having radii within (r’,r” + dr’) pass-
ing within (x/; x '+ dx'}is

dN (r,x°,t)
dtl

=7 (r',x',t') dr’ dx’, [em™? sec”™!] (23)

For a steady flow, it is assumed that the size-distribution, n(r), of the
particles is independent of x and t, the function g (r, x,t) becomes separable:

n(.l‘,xit;i = n(r‘) NO(X!t)s [em™®] (24)

11



where No (x,t) is the total number of all particle of all sizes passing per unit

length at distance x at time t. It has dimensions [em™!], Since n(r) is
independent of x and t,

AN (r',x',t')
dt

= I:T(r’,x',t') = I:To (x',t') n(r’) dr'dx’ [em™ see~!],

(25)

where

N {x',t') = ———— , [cem™ sec™'} (26)

is rate of flow of particles of all sizes through a unit length at X',

CASE 1: GAUSSIAN SPATIAL INTENSITY AT FOCAL VOLUML

Let the spatial-intensity distribution at the focus (Fig. 14) be given by

X=X 2
—-ﬁ—)— (27)

where § is the focul width (6 = A £/d). Then the scattered signal flux {intensity)
particle of radius r situated at position x is

- (x—xo) 2

I(r,x) = o (r) I e 62 , [watts/{AN)] (28)

12



where o (r) is the total scattering cross-section (em? for a particle of radius
r, and x = XO at the center of focal volume.

This relation can be graphically represented hy a series of curves of
constant scattered intensity, I{r,x), by varying r and x. (Fig. 15).

For a particle of given radius r, in order to obtain a scattered intensity
I, it must be at distance x from the lens, where

x=x0+f5 ’lnloa(.r) . (29)
1 .

To find the number per cubic centimeter of particles of all sizes any-
where within the depth of focus of the collecting lens which would give signals
within the intensity ranges (I, I+ dI) in one second, let n_ (I) be the number

of pulses of signal amplitude (I) recorded per second per unit signal amplitude.
Then the number of pulses per second having amplitude in the range
(1, I+ dI) is

hs(x)dl = [ n(r')ydr N’ (t) I'dx , (30)

' &)

gax
. d

* ¥
where, it is assumed, No (t') is a constant value for all positions x. Thus,

B (0 = 3 () [ al (&), (31)
r

From cquation (29) we obtain

ax’ )
dl 21 }1n[[00'(r )] (32)
I

13



. Then the amplitude distribution function is

o N/ ; i
£(1) = b (D) = ( 2] i n(r) dr . (s3)
r

Limits of Integration. The limits of integration are defined as follows:

It is assumed that particle radius r is less than beam radius RB. Hence

the upper limit is RB.

The lower limit is the smallest value, r*, of r that, when present at the
point of brightest irradiance, the center of focal volume x = xo, yields the

amplitude I, Hence, I= I0 o (r¥), and

., R
(6 o (t) 1 B n(r') dr’
2 1 ¥ Jm (IO O'(I"))
I

CASE 2: THE INTENSITY VARIATION AT THE FOCUS IS A DISPERSION
CURVE:

£1() =n_ () =

I.(x} = .
£ 1/2

14



For such a case (Fig. 14b) the amplitude distribution function is obtained
in a manner similar to the one described earlier.

The scattered intensity is given by

1.0 (r)
I(r,x) = L (x) o (r) = '[‘1 (x T T] 12 +  (35)
+ 0

so that

1{2 (10 o'(r)) 2 17,
—_— -1

X = Xo + 6 I ’ (36)
ax 51{2 [IO U(r)] 2 | (37)
d1 1/
I o(r) 1
and
: R
.., B , dx!
iM=n()=N () [ n@) a’ I - (38)
r*
where

= *
1 Ioc(r) .

15



Therefore

. I:I', 6% I? _RB n(r’) dr’ [o ()2
() =n () = g2 | .
8 B 1/
r¥ I o(r) 2
4] -1
I
(39)
The Inversion Problem
The equations relating £(I) and n(r) in the two cases are (G for
Gaussion, D for dispersion curve):
. 5 I:TO’ fRB n(r’) dr’
£.(I) =n_ (D) = (40)
G S 21 r* Io o(r) 1/2
In -—I—-"
antd
:" * Fl R !
. 82 N ‘1?2 "B n(r)de {o(r)l?
£.(1) =0 () = S
D s I 1/
r¥ ] 9 2
(I c (r')
..2__ -1 .
()
(41)
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There are two methods for inverting the equations to obtain n{r) from
f(1): (1) the general numerical method; and (2) the analytical method, based
on certain simplifving approximations which render the inversion tractable.
These are discussed as follows:

THE NUMERICAL SOLUTION

Let R, — and r* is obtained from I=1 ¢ (r*). The amplitude

distribution function in both cases [equation (40) and (41)] is of the general
form,

fw K (I,r) n(r) dr
g(1)

F (1)

[% sir-g(Dl K(Lr) nfr) dr

/% K (L) n(r) dr , (42)
(]

where S is a step function.

The quantitics are defined as:
I = I0 + j AT ,

r=1r + 1 Ar .,
[0 ]

For simplicity let ro =0, Io = 0, then



Ij =j Al ,
and
ri =1Ar ,
so that
max
F (L) = 2 ArK (jAlL iAr) n (iAr)
i=o
i
max
= Z- Ky n (iar)
1=0
or .,
i
max
I, = K. n
) Z:i=o L
F =K . n ,

where K is a matrix, so that

n=K'!.F

18

(44)



It is possible to set. up a computation scheme for such 2 matrix inver-
sion problem and then obtain a histogram for n(r) versus r. The shape of the
n(r) curve will depend on the choice of the values of the intervals AI and Ar
and the total number of points j and i. At least a thousand pulses should be
taken into account for sufficient accuracy.

ANALYTICAL SOLUTION

Let us assume that RB >> r, so that RB — o ; and that, the particles

are large compared to A of the incident light, so that

Q(x) ~ 2 and o(r) ~ 2mr? ,

Then the equations reduce to

(1) o) No @ n(r') dr’ (45)
f I) = 45
G T ar fr* 1/
{1n A r?]
a:ad
1
4r?6® N ' 1P @ a(r')de’ (r')!
fD (I) = [& jr* 1/ (46)
[(Ar?)? - 1]
where
2 Io
A = 1 .
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Choosing Junge's simple power-law model for n(r), namely,

-

n(r) = Cor lem™1] ,

the above equations become

Cob N, @ r dr
6 (D = [, —7
21 ™ (lnar?) 2

and

r(4-v) dr

[{Ar?) - 11

where

Introducing the variable (t},

t = Ar?

20
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Then,

()= 20— —o & (49)

and

5~ .
. 2 3=V
4r2¢c 62 N ' (2n1) ® 2
£ (I) - O ¢ _ o f _t.._._...i (50)
D vV ;1 1 ~t2 -1
I
The Gaussian Case ,
1
Let z = t .
Then,
p+ 1 P -3
c_ 6N (2:: 10) 2 12 2 gz
£, (1) = > - f - (51)
0 In 7

X dx T
f T = s, m > =1 |,
Ofln—— m + 1
X
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¥

we obtain

1+
. aﬁ; c, (2-::10) 2 -
£ (1) = =
g (1) = n (1) 2 I vo1
_ (1+u)
= Cg 1 2 for v > 1 ., (52)
Let [I=1 ,
sothatdi = - di
N1
Then,
f()dl = - fi)a = a &L (53)
2T
or, (i) = 2JI_f(I)
(%)
= ‘ 1
=2 C, 1 2 1
_ ¥
B 2
= 2C, I
. = U .
'—"2CG1 . (54)
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Thus, for a Gaussian intensity distribution at the focus, if the model
for

-V
n(r) = c,r ,

then the amplitude distribution function also has the same power law,

1) = (cp) 1.

Hence, a log-log plot of ;]s (i) versus i yields the value of v for the size-dis-
tribution n(r),

The Dispersion Case:

The integral in the equation can be solved for a power-law model of
n(r) only for the cases when

Such a power law for n{r) occurs in nature only at special locations or altitudes,
In these cases

1+ p
fD(I) e 1 2 s
and again,
£ (i) =n. () «i 7 (55)
D SD *

The log-log plot of ﬁSD (1) versus i, yields the value of v,
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Experimental Results

On the same samples of Al,O, settling in air, both the photographic
and laser scattering methods were used simultaneously to measure their size-
distributicns, The results of the size-distribution as obtained by the photo-
graphic method' are given in Figure 10, From the chart-recorder tape
were measured the heights of the signal due to scattered light, and the number
of pulses for each of the various ranges of signal amplitude was counted.
These values were plotted (Fig. 16a).

The slope of the curve yields the value of (#/2) = 1.7, so that
v = 3.4, which is close to the value as obtained in Figure 10 for the same
sample of Al,Oy particles.

Also, similar results are shown in Figure 16b for ambient air drawn
through the focal region., They provide a v of approximately 3. 2.

THE DUAL-BEAM VELOCIMETER
The Theoretical Analysis

As mentioned earlier, in the velocimeter mode the cylindrical lens is
replaced by a system composed of a beam splitter {50 percent reflectivity},
a plane front-surface mirror, and a convex lens { Fig, 11}, The original beam
is split into two parallel heams of ncarly equal intensity and focused at the
same point as the original in the sizer mode. At the crossover region of the
two beams, a pattern of interference fringes is formed (Figs. 17, 18, 19). ‘
The number of fringes is greater for larger angular separation (8) of the beams.
However, to block off the direct beams by the dark spot (diameter 0.63 cm) in
front of the collecting lens, the separation distance between the two béams at
the spot is kept to within 0, 5 cm. All the other components of the entire optical
system remain undisturhed,

When a particle traverses the system of planar fringes it gives a mod-
ulation of the scattered light at a frequency proportional to the velocity com-
ponent perpendicular to the planc of the fringes,

It may be seen as a method of placing at the focal volume a precise
linear scale {of planar fringes) which is used to measure the velocity of the
traversing particles through the focal volume,
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A very high degree of spatial resolution can be acheived by electro-
nically filtering out the signals from particles which are not quite passing
through the focal volume of the beams, This way the rate of passage of
particles per unit volume of the space can be accurately calculated. This
yields the number concentration (cm™) of the aerosols per unit time,

It should be noted that in principle, if the intensity distribution of the
fringe system is known, it is then possible to determine the size of the
particle from the amplitude of the signal,

In this paper only the velocity measurement aspect of this mode of
operation will be presented. The simultaneous sizing of the particles will be
left for a later publicaftion,

The velocity component of the particles can be obtained also in terms
of the Doppler beat frequency, Whether one analyzes this velocimeter -
in terms of fringes (real or virtual) or in terms of the Doppler frequency
shifts, the velocity component measured is the same. The two points of view
are equal., The fringe method treatment is presented as follows:

It is shown in equation {2), that the width of the beam at the focal waist
is (Fig. 17a)

5 =at/D, . : ' (56)

Thus, the depth of field is

5 2
L= 3 K:A(Df) . (57)

BEAM CROSSOVER REGION

If the axial length of the crossover region is 1, at 1/2-intensity points
(Fig. 17c), then for small angular separation 0 = -I-f-?- and 1; >> 1,5, the two
beams in the crossover regions have uniform diameters, so that
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122_’:_—_="'—'—11 » (58)

Thus, it is required that DB << D, for this analysis,

The beams have a gaussian intensity distribution

- (2g2/RB2)
1(g) = Jo? e ’ (59)

or ampiitude distribution

b (8) =¥ e (/75 ) : (60)

where, by the normalization condition,

1
2 PL
¥y = ( ) , (61)
WI{B
\ 1
.where PL is the beam power, and RB =3 DB.

The amplitude distribution of the two identical beams in the x - 2
plane at the focal region is given by superposition

lp(xtz) = lpi (X:Z) + ‘p2 (X:Z) 2 . (62}

where for the two beams, the amplitudes are

26



P (x,2) = ¢ exp

(f;gi)z oxp [1_23 (x+£2)] (63)

5\ A
(%

|

and

ooz
¥y (%,2) = Ppexp |- 2/ exp [1%’1 (x - 52-@)] . (64)

(3)

Then the intensity distribution in the crossover region is

- |zp|2 = n]? « o+ Gonr v
s |5 (-2) T (3)
+ %2 exp :_2(2-*%&)2/(%)2?
+2%zexp__2zé2r_gz(’§)z Cos (%rze).
] 2 2

For DB << D, 9=D/f, and 1,= & /0.
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+l])029
z? <2
izi 2
2r D
+ 2le < Cos I:Af z] . (866)

For a cylindrical lens, the fringe intensity distribution in the z-x
plane is given by equation { 66) and in the z-y plane by

T
R
I = () e B (67)

zy

so that the shape of the crossover region in 3-dimensions looks like Figure 20.

If v is a component of velocity of the particle perpendicular to the
fringes, then time taken to traverse a width & of the beam is

t = — = (68)
1
bpv

B _ At
v

yielding a frequency shift of

At =3 = . (69)

The focal region is crossed by planar fringes separated by a spacing
(Figs. 17, 18, 19)
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SN, S
2 D Sin ¢

A
20D

R

(for small 8} . (70‘;;

The frequency of modulation of scattered light as the particle traverses
the fringes is

Iy v
f-1.32, (71)

where fringe spacing

—

A

a =5 . (72)

Hence, the ratio of the frequency spread because of transit through the beam to
the frequency of modulation is ( Fig, 21)

Af

B
F =75 - (73)

The peak A corresponds to the averaging out of the first two terms in
expression I, while the peak B is due to the interference (third) term.

We can eliminate the spectrum A by frequency filtering and restrict the
axial response to a length ~ 20, of the crossover region.

THE PULSE AVERAGING

The number of fringes is N = '-DI-—)- .
B
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If 1 is the intensity at the center of the pulse, then time integration
o .

yields
Jra+ < [1@

Z DD 2 2
—T1E -G B - i}

(74)
CONCLUSIONS

The instrument was designed and built at Wayne State University, Detroit,
Michigan, during the author's stay, and successfully tested for its performance.
The results were quite gratifying considering that this was a first generation
instrument which was built with easily accessible economy-priced equipment.

It provides a technical know-how for building 2 much more sophisticated
and versatile instrument within a relatively short period of time and a modest
sum of money. The problems and bugs encountered were successfully solved
along the way.

Extensive tests with differcnt size samples of Al, O particles were
performed using the two parts of the instrument separately as well as operating
them in conjunction. Results of one such simultaneous measurement of the
diameter Al, O, particles show a good agreement for the size-distribution n( )
( Figs. 11 and 16b) as obtained by the photographic and the laser scattering
methods.

The experiments with the LSC used in the velocimeter mode have not
been given here, and will be reported subsequently,

Thus we see that the instrument is capable of providing a standard source
of particles whose size-distribution and velocity {or velocity-distribution) are
known. The knowledge of these two aspects of aerosols are essential for a
successful calibration of the continuous wave CO, - laser Doppler Systems at
Marshall Space Flight Center.
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The photographic system has been subsequently used successfully in
the measurement of the size-distribution of artificial fogs. The instrument
can be used for measuring the same physical properties of particles in col-
loidal solutions, since the glass-cell is water-tight when closed.

The feasibility of doing photographic studies on vortex formations in
water and acoustic coagulation of aecrosols has also been successfully demon-
strated, but the work will be reported at a future date.
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Figure 2c. Glass chamber fitted for simultaneous operation
of the photographic system and the LSC.
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TABLE 1. VALUES OF S/N FOR VARIOUS SIZE PARTICLES

No. (m?circl;lns) Q (x) cm‘/rse.c Nph oM N, = NphanM S/N=\fTe
1, 3.0 ~2 108 5 x 10° 0. 01 5% 10* 225
1.0 5% 10°
0.1 5x 10%
2. 1.0 ~ 2 10% 6 x 10! .01 6 x 102 24. 5
1.0 6 x 107
0,1 6 x 10°
3. 0.3 ~ 1,0 10% 2.5% 10° .01 02.5 1.6
1.0 2.5x 10°
0.1 2,5x 10°
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